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LOCATION

SPEED

FUEL 
CONSUMPTION

ENGINE SPEED

DRIVER 
IDENTIFICATION

ANY SENSORS 
CONNECTION

BITREK CONNECT – is the unique GPS-tracking system which 
allows to connect unlimited quantity of additional sensors and 
equipment via CAN interface.

BITREK CONNECT determines the coordinates, speed, distance, and obtains 
data from any additional equipment and sensors and sends all the information 
to server via GPRS or 3G (optional).

The device provides high-quality tracking, ignition 
control, fuel level sensors and other peripherals.

Supports direct connection to CAN bus of the 
vehicle via FMS-protocol.

Built-in battery allows to operate up to 12 hours 
without the external power.

Device stores up to 65000 records (several 
weeks) in offline mode without the GSM 
coverage and automatically uploads them to 
server when GSM appears.

Compact size and protected power circuit 
allows device to be used in hazardous and harsh 
environment.

The case is made of fiberglass-reinforced and 
provides IP65 protection.

The device is equipped with a hermetic 
connector for industrial usage with the highest 
protection IP68.

Able to connect additional equipment (sensors) 
through the protected circuit.

Supports FOTA (firmware-over-the-air) - remote 
firmware upload and setting adjustments.

Device has open protocol and is compatible with 
many popular software.

NEW

RS-485

RS-232

DISTANCE

SOS-BUTTON
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BITREK CONNECT FOR COMBINE

BITREK CONNECT FOR TRACTOR

GPS
GSM/3G

TRACKER

ENGINE SPEED, TEMPERATURE, 
POWER, FUEL CONSUMPTION...

CAN

INPUT-OUTPUT 
UNIT #1

INPUT-OUTPUT 
UNIT #3

REAPER MACHINE

INPUT-OUTPUT 
UNIT #2

RFID

UNLOADING
IDENTIFICATION

RFID

DRIVER 
IDENTIFICATION

FUEL
SENSORS

SENSOR

BULK MATERIAL
LEVEL

SENSOR

GRAIN
UNLOADING

SENSOR

SCREW
SWITCHING 

SENSOR

FUEL FLOWMETERS

SMS SERVICE
PANIC BUTTON

TASKS RECEIVING
STATUS MODULE

TABLET

УСТРОЙСТВО
ВВОДА/ВЫВОДА №2

RFID

DRIVER
IDENTIFICATION

TOWING EQUIPMENT:
THE IDENTIFICATION AND AVAILABILITY

WORKING FACT

ENGINE SPEED, TEMPERATURE,
POWER, FUEL CONSUMPTION...

CAN

INPUT-OUTPUT 
UNIT #1

INPUT-OUTPUT 
UNIT #2

FUEL
SENSORSFUEL FLOWMETERS

SMS SERVICE
PANIC BUTTON

TASKS RECEIVING
STATUS MODULE

TABLET

GPS
GSM/3G

TRACKER

SYSTEM KITS
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www.bitrek.eu

BITREK CONNECT FOR FUEL TRUCK

BITREK CONNECT FOR PASSENGER BUS

ENGINE SPEED, TEMPERATURE,
POWER, FUEL CONSUMPTION...

CAN

INPUT-OUTPUT
UNIT #1

INPUT-OUTPUT
UNIT #2

RFID

DRIVER
IDENTIFICATION

IN TANK

FUEL
SENSORS 

FUEL
SENSOR

FUEL FLOWMETERS

SMS SERVICE
PANIC BUTTON

TASKS RECEIVING
STATUS MODULE

TABLET

GPS
GSM/3G

TRACKER

RFID
FUEL

FLOWMETER

PRINTER KEYBOARD

RFID

FUEL
SENSORS

GPS
GSM/3G

TRACKERSMS SERVICE
PANIC BUTTON

SCHEDULE 
MAINTENANCE

STATUS MODULE

TABLET

SPEAKER SPEAKER SPEAKER

AUDIO-INFORMATOR 
WITH AMPLIFIER

INPUT-OUTPUT 
CONTROLLER

PASSENGERS 
COUNT CAMERA

PASSENGERS 
COUNT CAMERA

DRIVER 
IDENTIFICATION

SPEAKERPHONE

INPUT-OUTPUT UNIT #2

INPUT-OUTPUT UNIT #3

INPUT-OUTPUT UNIT #1

SYSTEM KITS

Here only a few typical kits of BITREK CONNECT are shown. 
System can have special configuration for any kinds of transport:

We can upgrade BITREK CONNECT with any additional equipment 
according to your requests.

- taxi
- construction machinery
- trains

- agricultural machinery
- refrigerators
- cranes
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PERSONAL MANAGER

ABILITY TO CREATE UNIQUE DEVELOPMENTS 
AND IMPROVEMENTS

QUICK HELPDESK

FREE TRAINING FOR WORK WITH EQUIPMENT

DISCOUNTS FOR REGULAR PARTNERS

SPECIAL CONDITIONS FOR LARGE PROJECTS

BRANDING DEVICES POSSIBILITY

PROTECTION OF PARTNERS FROM DIRECT SALES 
FROM MANUFACTURER TO END CUSTOMERS

SIMPLE SOFTWARE FOR CONFIGURATION

sales@bitrek.com.ua
www.bitrek.com.ua
www.bitrek.eu

95-S Vidradniy avenue,Kyiv,
Ukraine, 03061

tel.:   +380 44 507 02 07
fax:   +380 44 507 02 02

PROSPECTS OF COOPERATION


